
Mouse and Swiss Cheese 





Layout. You need to make at least five copies of the pattern to make one project. You will be cutting up the pattern parts and gluing 
them to the face of the wood. Cut up each color and use a repositional glue to attach the pattern to the wood. 

Sawing. We use a number 3 and 5 reverse tooth blade for most of the parts. A number 2 may be helpful for the tight areas. 

You will need to drill a hole in each hole on the pattern. Thread the blade through each hole to make the inside cuts. 

After the Parts are Cut. Do not remove the paper from the top-side at this point. Assemble the projectto check how every 
thing fits. If there is a problem it could be from cutting outside of the pattern line, if the line work is heavy in any areas they will need 
to be trimmed. Use a new sharp blade to carefully shave off areas that are too heavy. Practice on some outside edges first. 

We do not sand the sides, by sanding the sides it is very easy to get things out of square. 

Sanding. Start by lowering the background parts. It is best to rough-in the entire project first, then come back and fine tune the 
parts. I start with the parts that would be the farthest from the viewer. By lowering some parts, and raising others the project 
will start to look more dimensional. Sand the cheese first then sand the mouse. 

-► Grain Direction ML.Medium Light Shade of Wood. 

0 .Dark Shade of Wood. LI..Light Shade of Wood. 



About the red and yellow lines: The dark blade is very visible against the red line which makes it much easier to cut the 
separate pieces more accurately. The yellow lines are outside parts, on these areas you can relax a little as you are sawing. 


























